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Sirio Antenne was founded in 1972 by
Giuseppe Grazioli and during almost 40
years the company got a considerable
growth on the international markets
earning the reputation

of a reliable high quality supplier in the
field of communication.

ALL PRODUCTS are 100% manufactured

in

assembling the process is enterely
handled according to the ISO 900I1:2008
standards to grant the best qualitu.
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ITALY. From the R&D to the final

:2008

certified since 2004

ISO 92001

Descubra su codigo y compruebe que su producto es
ORIGINAL

Scratch-off and use your password to check the
ORIGINAL product
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Zdrap i uzyj hasta aby sprawdzi¢ czy produkt jest
ORYGINALNY

Razuiti si utilizati parola pentru a afla daca produsul
este ORIGINAL

Seskrabnete ochranou vrstvu a podle kédu, ktery se vam
zobrazi, zkontrolujte, Ze se jedna o originalni SIRIO
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Gain-

Hi-Tech Fiberglass Base Static

FEATURES

Designed by electromagnetic simulation

# 0.625 ). center feeded vertical dipole

# 1 to 2 dB higher gain than
conventional 5/8 ).

# Low radiation angle for excellent DX

# Fiberglass 4 sections composite tube

# DC-Ground protection

# PLUG & PLAY, no tuning required

TECHNICAL DATA

TYPE: oo /8 A conter feed vertical dipole

IMPEATNCE: oo 5 Q ——— e
Frequencyrange @ SWR2: oo

qcv 295.5 - 30 MHz wide band from 10m to 12m* ham band - hermogmphy of power est
Rodiation: .....covovooccececcrecsccnrecscccere. OMAIdirectional N S et R oo e

Polarization: ......ovvoooeooeooeeeeceeeeeeeeeeeeee. linear vertical

Max. POWEr: ovoeooveee e 500 Watts (CW) continuous

S —— L[ ON) 311 (4 RS TR T

Gain: .coooooorvvevveeeee. 1102 dB higher than conventional 5/8 A

Wind resistance: ..o 160 km/h, 100 mi/h

Height (approx): oo 7360 mm, 24ft

Weight (approx.): ....... e 3000gr, 661
Connector: ... UHF-female, PTFE insulator & gold plated central pin
Mounting mast: —....cccoovovvovvveeere. @ 35-54 mm, @1.4-2.11in

* 12m band covered with manual or automatic antenna tuner.

P/N 2113220.00

TYPICAL RADIATION PATTERN

24° Max radiation angle
of conventional 5/81

0® Max radiation angle
of Gain-Master
1-2dB more power gain

ALUMINIUM BRACKET
& TUBE, STAINLESS
STEEL HARDWARE

Gain-Master Conventional 5/8

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

COMMUNICATI ON

BASE

ANTENNAS
Bl MADE IN ITALY since 1972

ion on: www.gain-master.it
Trade Mark of SIRIO antenne s.r.l.
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=11~ S SE  ANTENNAS

SIRIO 827 l] ah

FEATURES v

# Tunable Base station antenna

# Omnidirectional TUNING TOP

# VVery Heavy duty constructions ELEMENT

# High power handling capability

# Low radiation angle for excellent DX

# Equipped with excellent multi
element ground plane

# Made of aluminium alloy 6063 T-832

# DC-Ground protection
TECHNICAL DATA
TYPE: oo /8 A, ground plane
IMPBAANCE: oo 50
Frequency range: ... . 264 . 28.4 MHz tunable
Radiation: —............ . omnidirectional g
Polarization: ........ sl vertical = —__ ~
SWR @ res. freq.. . ER— ] ]
O 1000 Watts (CW) continuous
.. 3000 Watts (CW) short time
Bandwidth @ SWR2: ...... eeeeeeeneereeseesseseeneenennes = 2 MHz
GOIN: oo ssnnenennees 1.0 0B, 3.65 @B —
Wind resistance: ... 130 km/h, 81 mi/h
Height (approx.): ..... L I 6700 mm, 22 ft
Weight (approx.): ..ooee....... v 0000 1, 13.21b ==
Radial length (approx.): oo 1400 mm, 55 i
COMNECHOT: oo s UHF-fEMale
Mounting mast: ...vo.vvvvvvvevvcrvvrererree 0 35-39 mm, @1.4-150n
P/N 2104801.00 ]
s - B
J
MATCHING COIL MADE OF
ED COPPER WIRE 03mm AWG-9

ANTI-NOISE  NYLON RING
Optional
PN 2511001.00

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.




SIRIO 2008
SIRIO 2016

FEATURES

# Tunable Base station antennas

# Omnidirectional

# High power handling capability

# Low radiation angle for excellent DX

# Coil protected by transparent cover

# Equipped with excellent multi
elements ground plane

# DC-Ground protection

# Made of aluminium alloy 6063 T-832

TECHNICAL DATA

TYPE: oo enneneenneene. /8 A grOUNd plane
IMpPedance: ... . 500
Frequency range: ... 7 264 28 2 MHz funable
Radiahion: ........oooooo e omnidirectional
Pnlunzunon ... linear vertical
SWR @ res. freq.: . e = U1
Max. power: —....ooooooeoeee 1000 Wuns (CW) confinuous

3000 Watts (CW) short time
Bundmdth @ SWR = 2 ..........................................................
SIRID 2008: oo = 1750 kHz
A > 2100 kHz
T ... 1.3IBd, 3:45dB;
Wind resistance: ... 130 km/h, 81 mi/h
Height (approx): oo, 6100 mm, 20 ft
Weight (approx.): —.ooooooooccoceoeeeeceeccccceeeeeee. 5300 gr, 13.4 1
T T T
SIRIO 2008: ..o 1320 mm, 52 i
S RIOO] . 100mim, 27 5in
Connector: .......... UHF-female

Mounting mast: ..o, @40-50 mm, @1.5-1.91n

P/N 2100201.00 SIRIO 2008, 8 radials
P/N 2103101.00 SIRIO 2016, 16 radials

IR IRI0).

—— —antenne

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.
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TUNING TOP
ELEMENT
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DRAWING SHOW SIRIO 2016
‘model with 16 ground radials
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MADE IN ITALY since 1972

Frequency

FEATURES TUNING TOP
# Tunable Base station antenna ELEMENT
# Omnidirectional WITH

# High power handling capability

# Feeded with Gamma Match system ANTI-STATIC
# Made of aluminium alloy 6063 T-832

# Low radiation angle for excellent DX (AGE

TECHNICAL DATA
D e /4 Acomdal J-pole
Impedance: oo . 500
Frequency range: .. 27 .. 8.5 Mz tunable
R o OMINIdiTEctional
Polanization: —.ooooocovcooer e . lineor vertical
SWR @ res. freq: oo ]
T o e e 1000 Watts (EW) continuous
e 3000 Watts (CW) short fime
Bandwidth @ WREZ: o > 1400 kHz
il oo 2 dBd, 4.15 dBi
Wind resistance: .....ooooooeecveeec 130 km/h 81 mi/h
Height (approx.): woooevoovevesvecocccccvccreeere. 8480 mm, 27.8 ft
Weight (approx): w.ooovooeeoeceeeeecee . 4700gr, 1041b
AETE e . UHF-female
Mounting mast: —...ooovooovorce e . 035-42m mm, m, 81.4-1.6in

P/N 2100701.00 NEW VECTOR 4000

WARNING

J

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.




St o BASE
9 SIBIO ANTENNAS

MADE IN ITALY since 1972

NEW TORNADO |

Frequency
FEATURES w
# Tuna_bl_e Ba_se station antenna TUNING TOP
# Omnidirectional ELEMENT

# High power handling capability

# Big coil made of aluminium wire
P@6mm AWG-3

# Low radiation angle for excellent DX

# Made of aluminium alloy 6063 T-832

TECHNICAL DATA
Type: .. . . — 5/8 A ground plane
Impedance: . S 5Q
Frequency 1ange: ..o 27 .. 30 MHz tunable
Radiation: ... . . . ._omnidirectional - ~
Polarization: . S linear vertical
SWR @ res. freq.: ..o <1.2 @ 27 MHz
Max. power: ..o 1000 Watts (CW) continuous
..................................................... 3000 Watts (CW) short time JOINTING BIG COIL
Bandwidth @ SWR2: e > 1300 kHz SLEEVE
Gain: . . . S 1.2 dBd, 3.35 dBi
Wind reSiStanCe: ..o..eeeeevvveeeeereeeseeereeeeeeses 130 km/h, 81 mi/h
Height (approX.): oo 7230 mm, 23.7 ft
Weight (approx.): cooooooeeeeeeeeecccceeeeeeeeeeee 2900 gr, 6.4 1b ‘
Radial length (approx.): —oooooooooccccocce 2000 mm, 78.7 in
Connector: ... . . N UHF-female
Mounting mast: ......coovvveeeeerece () 35-42 mm, @ 1.4-1.6in TELESCOPIC
ALUMINIUM TUBES ‘
P/N 2100501.00 NEW TORNADO IRST SECTION STARTS
FROM 028mm 17-1/8 @ ) p
THICKNESS 1.25mm 0.05” = HI-Q LOW LOSS MATCHING COIL

AIR SUSPENDED MADE OF
ALUMINIUM WIRE @6mm AWG-3

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

coMMUNILRC 5
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GPE 5/8
GPS 1/2

FEATURES

-

ant

Frequency

v

TUNING TOP
ELEMENT
WITH
ANTI-STATIC

(AGE

# Tunable Base station antennas
# Omnidirectional

# Low radiation angle for excellent DX
# DC-Ground protection

# Coil protected by transparent cover
# Made of aluminium alloy 6063 T-832

TECHNICAL DATA

Type:

IR o N 5/8 X ground plane
HIETE s = 2TA
IMPedance: oo .50Q

Frequency range: ... " 26 4 29 0 MHz funable
T 6] - JI omnidirectional
Pnlunzmlon N [inear vertical

SWR @ res. freq 1
NOSIOWEE i 250 Wrms (CW) confinuous
......................................................... 750 Watts (CW) short time

Bandwidth @ SWR<2: e > 1600 kHz
R s | 2 0Bd, 3.35/dBd
GPS1/2 oo 0 0B, 2,15 B
Wind resistance: ........ccooocovecvevevicenecrceen. 130 km/h, 81 mizh
Height (approx.): ..o 5950 mm, 19.5 ft
I TS L i O
GPES/B oo 2500 gr, 5.5 1
GBS 2100 gr, 4.6 b
Radial length GPE5/8: ....occoccccoveveocereeveecees 1320 mm, 521in
G e ssssssssonsnnss LI F- TN
Mounting masf: .......cccccoccecrrcrrcricncce 8 35-42 mm, 0 1.4-1.6in

P/N 2100301.00 GPE5/8
P/N 2100401.00 GPS1/2

BASE

ANTENNAS
B MADE IN ITALY since 1972

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

cC oM MUNICDCAT.I




BOOMERA
THUNDER

COMMON FEATURES

# Balcony or temporary installation
# Omnidirectional

# Factory tuned at mid-band

# BOOMERANG A: main whip made of
aluminium alloy 6063 T-832 and
tapered fiberglass radial

# BOOMERANG W: tapered fiberglass
whip and radial with

# THUNDER: designed to work
without Ground Plane

TECHNICAL DATA

Type: BOOMERANGA/W .............ooovvevvvoeeeeeeo. 174 3 hoomerang
THUNDER 1/4 X helical loaded dipole
Impedance: ............

FrE VRO IaNOes IR e 2029 MHZ
B T s OMiditectional
Polarization: ............... linear vertical
SWR @ 185, f18G.: oo S 15
MAX. POWET: oo e
Boomerang A 200Watts (CW) continuous, 600Watts (CW) short time
Boomerang W 150Watts (CW) continuous, 450Watts (CW) short time
THUNDER ... 100Watts (CW) continuous, 300Watts (CW) short time
BT AN s e e S
Boomerang A/W ..o 2 920 kHz/ = 700 kHz
THUNDER e 2 5000 kHz
GIN: e 0 dBd, 2.15 dBi
Wind resistance: ... 140 km/h, 87 mi/h
AT s e
Boomerang A/ W 3420 mm, 11.2 ft/ 2870 mm, 9.4 ft
THUNDER 960 mm, 3.1 ft
Weight (upprox.):

Boomerang A/W ... 850gr,1.91b
THUNDER . e 1001, 151b
Radial Iengih (upprox Boomerung A / W only) l 130 mm, 44.5in
WTTTLTE TR i e S,
BoomerangA/W...... square or @ max 42 mm, 1-5/8 in
THUNDER §25-32 mm, @1-1.25in
COMNECIOT: ovvoveceeeescororms s UHF-female

P/N 2101101.00 BOOMERANG A
P/N 2101115.00 BOOMERANG W
P/N 2107902.00 THUNDER

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

FIBERGLASS
MAIN WHIP 3

ZINK-PLATED
STEEL BRACKET

e
BOOMERANG W
WITH FIBERGLASS WHIP
AND RADIAL

cCoMMUNIDCATI ON
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THUNDER
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ANTENNAS

MADE IN ITALY since 1972

ante'ﬁ-n'e—

GPA 27-45
SIGNAL KEEF

GPA27-45

# Tunable base station antenna

# Unity-gain, Omnidirectional 1

# High power handling ALUMINIUM
# Low radiation angle for excellent DX TELESCOPIC TURE
# Made of aluminium alloy 6063 T-832 FOR MAIN

TECHNICAL DATA WHIP AND RADIALS

TYPE: oovreoressssrssrssessessensenrsnrenesnennennennene. /4 A ground plane

Impedance: ..ocoovvoncee.eee 500

Frequency range: .......... 27 ... 45 MHz tunable hy dmgmm

Rodigmon e = .. omnidirectional Strong die-cost

Polarization: ............. linear vertical s,

SWR @ 185, F180.: oo = | , aluminium base

Max. power: ... 1000 Watts (CW) cont., 3000 Watts (CW) short time

Bandwidth @ SWR<2: . e 2 2500 kHz @ 27 MHz g :

G 0 dBd, 2.15 dBi '- R

Wind resistance: . 130 km/h, 81 mi/h N N
Height (approx. ) 4730 mm, 15.5 ft /A ' \\
Weight (upprox) erereeetsessmsesseeesessssnnenseenenns 1290 01, 2.75 b A7 S ) b
Radial length (upprox) ceeeeerre 2680 mm, 105.5in ¥ ok ! 7 \

VEITEANIR s . UHF-female
Mounting mast: ... . 035-40m mm, n 1" "3/8-1"9/16

P/N 2100801.00 GPA27-45
SIGNAL KEEPER

# Omnidirectional, Compact dimensions
# Factory tuned at mid-band
# Made of aluminium alloy 6063 T-832

TECHNICAL DATA

Type: v 1/4 X buse & radiol louded ground plane .l

L e s 20 Q , Base bottom view
Frequency ronge: .. 26 ... 28 MHz 1t | UHF-female connector
Radiation: ............. oo OMNidirectional =L /
B T oo lINGOY Vertical
SWR @ res. freq.: . =12
Max. power: .. 100 Wats (CW) com 300 Wats (CW) short time
Bandwidth @ SWR<2: . e > 850Kz
BT ot ﬂdBd, 2.15 dBi
Wind resistance: ..o 130 km/h, 81 mi/h
Height (approx.): ..... . 2370 mm, 7.8 ft
Weight (approx): ... 640gr, 1.41h
Radial length (approx.): ... 640 mm, 25 in
LOMNBAOn: ..ot csersenni . UHF-female
Mounting mast: ... ﬂ35 40 mm, ﬂl 4-1-5in

P/N 2101301.00 SIGNAL KEEPER
SIDE MAST INSTALLATION

WAR N ’ N G ALLOWED BY OPTIONAL

INSTALLATION OF THIS PRODUCT NEAR POWER Y BRACKET FT-2
LINES IS DANGEROUS. FOR YOUR SAFETY AND N

BEFORE YOU BEGIN INSTALLATION, READ THE _ SIGNAL REEFER N L P/N 2510004.00 y
SEPARATE SAFETY INFORMATION SHEET. :

cCoMMUNIDCATI ON
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ANTENNAS

MADE IN ITALY since 1972

Tunable from
26.5 to 30 VMiIHz

SY-3 SY-4

FEATURES

# YAGI Base station antennas
# Directional, High-gain

# Horizontal polarization

# High power handling capability

# Feeded with Gamma Match system
# Made of aluminium alloy 6063 T-832
# UP-GRADE: extended frequency,
tunable from 26.5 to 30 MHz

ZINCPLATED
STEEL BRACKET

TECHNICAL DATA

) G R— 3elements Yngl Amennu

Y4 ... crenereerenennennnenes 4 elements Yagi Antenna

Impedance: ..o 50

Frequency range: ..... 265 .. 30.0 MHz unable = .
Radiafion: ............ ... directional A SR
Polarization: oo linear horizontal JOINTING SLEEVE
SWR @ res. freq.: wooovveveeecreee. 2 > \

Max. power: ...covcoveevees 1000 Wuns (CW) confinuous :

3000 Watts (CW) short time & e DIE-CAST ELEMENT

Bandwidth @ SWR < 2: . FIXING BRACKET

V3 o, 2 1200 Kz @ 26.5 Mz o Iiﬂj[}

) ... 2850 kHz @ 26.5 MHz

I s <o 8.5dBd, 10.65 dBi

SY-4 .. .. 11dBd, 13.15 dBi

Dlmensmns upprox) :

SY-3 .. 5942x27]0x]00mm ]95x89x03ﬂ

) e 5846x4030x100 mm, 19.2x13.2x0.3 ft

Wind resismnce . 120 km/h, 75 mi/h GAMMA MATCH

Boom Iength/dmmeter (nppmx)

SY-3 . 2710mm 89ﬁ/ﬂ$3 mm, i, 1.3in DETAILS

SY-4 . 4030 mm, 13.2 /@33 mm, 1.3in

Mo, element Ieng-th (upprb-x) . 5942 mm, 19.5 @ 26.5 MHz
Tumlng radivs (upprox) .

SY-3 . 3300 mm, 10 Bﬁ‘
SY-4 ... v 3700 mm, 12.1 ft
Element diometer: .............. @16-12-8mm, 0 0.6-0.47-0.3 in
Weaight (QpProx.): woooooocoooeeeeeeeeeeceernreeees

S 4?00gr 1041b
A e 6100gr 1351b
CONNBLIOT: v . UHF-female

Mounting masf: ............. 935 5{] mm, §1.3-1.9in #

P/N 2105101.00 SY-3
P/N 2105201.00 SY-4

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER
LINES IS DANGEROUS. FOR YOUR SAFETY AND
BEFORE YOU BEGIN INSTALLATION, READ THE
SEPARATE SAFETY INFORMATION SHEET.

COMMUNILDCAT T E g




BASE

ANTENNAS

SD-Dipole RTIIEEY towesim.

FEATURES

# Base station antenna, Unity-gain

# Vertical or horizontal polarization

# High power handling capability

# Feeded with Gamma Match system

# Made of aluminium alloy 6063 T-832

# UP-GRADE: extended frequency,
tunable from 26.5 to 30 MHz

UHF female connector DIE-CAST ELEMENT

TECHNICAL DATA FIXING BRACKET
i A2 Dipole -z:__—_} mi}

IMPEAANCE: oooroeeeee s 50

Frequency range: ..... ... 26.5 ... 30.0 MHz funable

Radiation: ................... |
Horizontal mounnng eeeeseee directional 1
VT T e omnidirectional NS
Polarization: .................c.oooo..........linear vertical or horizontal
SWR @ 165, F180.r oo = 1] ‘i
WL TR o e 1000 Watts (CW) confinuous

o 3000 Watts (CW) short fime GAMMA MATCH
Bandwidth @SWR<2: e O > 3500 kHz (@ 26.5 MHz DETAILS
BN oo eesseseeeesseenne. 0 0B, 2.15 dBi 8
Wind resistance: ..o 130 km/h, 81 mi/h i
Turning md:us(uppmx.): ................................ 3200 mm, 10.5t | h_
Element diameter: ................ @16-12-8mm, 00.6-0.47-0.3 in . ;{1;
Length (approx.): ............co...... 5582 mm, 18.3ﬁ@ 26.5 MHz i
Weight (approx): w.oooooocooceeeeeece .. 25601, 5.61h ! '
COMNBLHOT: oo . UHF-female .
Mounting mast: ............... . 03550 m mm, m, 81319

P/N 2105301.00 SD-Dipole

WARNING

INSTALLATION OF THIS PRODUCT NEAR POWER Z|NC PI.ATED
LINES IS DANGEROUS. FOR YOUR SAFETY AND

BEFORE YOU BEGIN INSTALLATION, READ THE STEE]. BR ACKET
SEPARATE SAFETY INFORMATION SHEET. .

10 cCoMMUNIDCATI ON




antenne

TURBO blue

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz

#TURBO 800 S: 17/7 PH stainless
steel spring whip

# TURBO 1000, 2000, 3000: 17/7 PH
tapered stainless steel whip

# Metallic blue plastic coil cover and
base, brass parts pearl finish chrome

# 90° adjustable whip no tools required
detachable for car-wash

# DC-Ground protection

# PL version (suffix PL) with a special

P/N 2201905.40 TURBOB800S

P/N 220200540 TURBO 1000 i omnlo (ks
P/N 2202105.40 TURBO 2000 B T gt 01
P/N 2202405.40 TURBO 3000 50-239 connector)
P/N 220190541 TURB0S00S PL TURBO PL series
P/N 220200541 TURBO1000 PL (no cable supplied)
P/N 220210541 TURB0 2000 PL for UHF-female
P/N 2202405.41 TURB0 3000 PL installafion

COMMUNIEC ATI O

]

base connection suitable for magnetic ﬁmf BODI ;
mount installation (no cable supplied) 0le needed:
REMARIK: Each model has a specific T @125mm
BASE and COIL to match together for ‘ B
the best performance. BASES and COILS | Cable for ‘
can't be mixed. % “TURBO series” g
TECHNICAL DATA TURBO series
TYDBE s vamsssinesssssssassssssssassssenssivsssasnssssissinsone bose loaded |8 )
Ir\:xp;edunce: ............................................................... U .S.e gg E) f (cuble _Supp|ted)
Frequency range: ...........ooooooooorroe 27..285 MHz |8 for fixed |nSTq||Ut|0n =
Polarization: —......oocceeooecrcece e linear vertical [N hole fB(]UIlEd y
SWR (@ 185, f18G.: oo <12 S————a
Max. power:. 200Watts (CW) confinuous, 1000Watts (CW) short time 4 - ;
S S R T 07 \
TURBEBODS s > 430 kHz (40 channel)
LT TN s > 660 kHz (60 channel)
TURBO 2000 > 1100 kHz (100 channel)
TURBO 3000 > 1600 kHz (140 channel)
MU T sttt e O S
TURBO SEHES +-ovoveoeecee e hole @ 12.5 mm, 1/2 in
TURBO PLSEHES ... UHF-male (PL 259)
Cable lenght / TYPe: ...
TURBO SBIES .....ooooooeeveoeceeeeere s 4m, 13ft/RG 58
TURBO PL SEIIBS ..o not supplied
(1
lﬂggg ?ggé //]Bé}gDSPFL’L ................................... ]ggg mm, g Za H UHF male (same
................................... mm, 4 dion of
TURBO 2000/ 2000 L ..o 1450 mm, 4 % It ;"L“;;g')"" ’
TURBO 3000/3000 P 1710mm, 5.4
T Fet i e 580 qr, 1.3 1b

MOBILE

ANTENNAS

-

~

\_ _/
90° ADJUSTABLE
no tools required
/TP |
TAPERED
STAINLESS
| 17/1PH STEEL
STAINLESS
| STEEL SPRING
| WITH NYLON
| REINFORCE
|
[

33 SIRIO

T e CRIC

TURBO 1000
TURBO 2000
TURBO 3000

TURBO 800 S

11



MOBILE

antenne

ANTENNAS

PERFORME

FEATURES - w N\

# CB & 10m Mobile antenna

# Tunable from 27 to 28.5 MHz

# 17/7 PH tapered stainless steel whip

# 180° adjustable whip no tools required
detachable for car-wash

# DC-Ground protection
# PL version (suffix PL) with a special s
base connection suitable for magnetic \ N AN

mount installation (no cable supplied) o ) 17/7 PH
TAPERED
REMARK: Each model has a specific _ ) ' UHF male (some STAINLESS
BASE and COIL to match together for — ———  Comnection of STEEL
the best performance. BASES and COILS C i PL-259)
can't be mixed. :

TECHNICAL DATA o | = UHF female (like
magnet mount or
Cable for
oot svisinsions base loaded “TURBO series” S0-239 connector)
Impedance: ...............

Frequency 1ange: .....oooveeeeeeeeec e 27..285MHz B |
Polarization: linear vertical PERFORMER series g PERFORMER PL series

SWR @ res. frequs oo =l (cable supplied) (no cable supplied)

o R e e 200 Watts (CW) continuous for fixed installation for UHF-female
..................................................... 1000 Watts (CW) short fime hole required )\ installation v
Bandwidth @ SWR < 2: oo S :
PERFORMER P-600 ..........ooocoococcoc... = 680 kHz (60 channel)
PERFORMER P-800 ........coo...e... > 1400 kHz (120 channel)
PERFORMER P-1000 .................... > 7000 kHz (180 channel)
Mounting: ..o

PERFORMER series hole @12.5 mm, 0.5 in
PERFORMER PL series o UHF-male (PL 259)
Balalla [t TP T v e
PERFORMER series 4m, 13ft/RG58
PERFORMER PL series s 10T sUpPlied

Height (approx): ....oo.o...... é i
PERFORMER P-600 1250 mm, 4.7 ft . T - /

PERFORMER P-800 1650 mm, 5.4 ft § 1 ;/
PERFORMER P-1000 1950 mm, 6.4 ft ;i ’}— LOCKING

Weight (@pprox): oo 600gr, 1.3 1 : HANDLE

o
P/N2218005.50 PERFORMER P-600 180 ADJUSTABLE
P/N2218105.50 PERFORMER P-800 no fools requnred
P/N2218205.50 PERFORMER P-1000 '

CHROME PLATED
ZAMAK HEAVY JOINT &

P/N2218005.51 PERFORMER P-600 PL BRASS LOCKING HANDLE
P/N 221810551 PERFORMER P-800 PL for 180° Tilfing
P/N2218205.51 PERFORMERP-1000PL \.

\_

PERFORMER P-600
PERFORMER P-800
PERFORMER P-1000

12 cCoMMUNIDCATI ON
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MADE IN ITALY since 1972

TURBO 5000

Frequency range: ..........coooevvveeceeerceeceeeeeee. 27 ... 30 MHz
Polarization: .......... . — linear vertical
SWR @ 1es. 18q.: oo <12
Max. power: ....oooccoooooiie 1500 Watts (CW) confinuous
.......... . . 5000 Watts (CW) short time
Bandwidth @ SWR <2: ............... >2300 kHz (200 channel)
Mounting: ........ : . .
TURBO-5000, PERFORMER-5000........ hole @12.5 mm, @1/2 in

h 4 — )
FEATURES —
# CB & 10 m Mobile antennas URF mq|e (S?me
# Very High power handling CAR BODY — connection 0
#Tunable from 27 to 30 MHz | | )
#DC-G d protecti fll Hole needed:
-Ground protection - 81/7
# 17/7 PH tapered stainless steel whip i. 012 5mm .
# \Whip detachable for car-wash (s = UHF female (like
# PL version (suffix PL) with a special I = magnef mount or
- . . Cable for ~ $0.239
base connection suitable for magnetic “TURBO series” -239 connector)
mount installation (no cable supplied) ||
TECHNICAL DATA 5000 serie; 5000 PL seri(_es
N o (cable supplied) (no cable supplied)
Impedance: ... . . — 5 O for fixed installation for_UHF—femule
hole required )\ installation

\.

(" HI-POWER MATCHING COIL

D
| .

TURBO-5000 PL, PERFORMER-5000 PL ....... UHF-male (PL 259) I.OW |OSS
(ablelenght/Type: .......... S = d | ;
PL version ....... . N N ... not supplied — leleciric
Standard: max power up to 600 Watts ................. 4m, 13ft/RG 58 — SUppOfT.
Height (appro%.): ....oeeeeeeeeeeceeeeeeeese e 1965 mm, 6.4 ft - Air wound
T T 650gr, 1.41b == b .

- Iq secfion
P/N221850550  PERFORMER-5000 (standard cable) = copper wire
P/N221850551  PERFORMER-5000PL v 02 5mm
P/N 2202205.40 TURBO-5000 (standard cable) — AWG 10

P/N2202205.43 TURBO-5000PL

90° ADJUSTABLE
no tools required

OPTIONAL HI-POWER CABLE
max power up fo 2000 Wattts
4m, 13 ft / RG 303 PTFE cable
P/N 2509605.00
)

y

CHROME PLATED /
ZAMAK HEAVY JOINT & U
BRASS LOCKING HANDLE

for 180° Tilting

TURBO 5000

PERFORMER 5000
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FEATURES

# CB & 10 m Mobile antennas

# Overall Height: 2.08m /6.8’

#17/7 PH Tapered whip 1.8m/71"

# Shaft version: 200mm /8" Stainless
Steel Shaft

# Very high Power Handling capability

# Low Loss Coil Made of 10 AWG /
2.5mm copper wire

# Chrome plated brass parts CNC
machined

# Fully Designed & Manufactured in Italy

TECHNICAL DATA
Type: ...... — Trucker Antenna
Impedance: . . . . . 50Q
Frequency range: ......... . . . 27 ... 30 MHz
Polarization: ... . : . . linear vertical
SWR @ res. freq.: . . . e <12
Max. power: oooooooooooe 1500 Watts (CW) continuous
5000 Watts (CW) short time
Bandwidth @ SWR<2: .................. > 2600 kHz (230 channel)
MOUNINg: ovvveeee e both model 3/8” x 24 thread
Shaft version: ...... ; N shaft 200mm, 8”
Cable lenght / Type: —ooovoooeeeee not supplied
Height (approx.): ....... 2080 mm, 6.8 ft
Weight (approX.): coveeeeeeeeeeeeeeeecee e 480¢r,1.061b

P/N 2418505.03 PERFORMER 5000 3/8 w/shaft
P/N2418505.03/A  PERFORMER 5000 3/8 w/oshaft

|
\

SPECIAL DESIGN
FOR THE USA

MOBILE

ANTENNAS

~
HI-POWER MATCHING COIL
. ¥ Low loss
3l dielectric
- support.
— Air wound
- big section
— copper wire
4 0 2.5mm
7 AWG 10
Y,
200mm, 8”
/ N STAINLESS
STEEL SHAFT
Optional “CB-HDS”
3/8 to S0-239 WITH CHROMED
| PN250810600 | BRASSEIXNGNUT

CONNECTION 3/8 x 24 THREADS

MADE IN ITALY since 1972

PERFORMER 5000 3/8
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———antenne

MADE IN ITALY since 1972

SPECIAL DESIGN
FOR THE USA

FLEX-LOG

FEATURES

# CB Mobile antennas

# Exclusive Logarithmic pitch winding
to reduce heat and hot-spot loss
(Patent Pending)

# Flexible fiberglass rod (97mm, 1/4")

# Real input power guaranteed

TECHNICAL DATA

Type: .. 00.63mm AWG-22 smgle wnewmdmg logarithmic loaded \ ~N
Impedance: . 50 Q TWIN-LOG Technical Details
Frequency range: . " ——— 26.9...27.5MHZ 0

Polarization: . . . linear vertical 7

SWR @ res. freq. FLEX- 1063/ FLEK-10G4 ... <14/<12 [ Black finish

AKX, POWEE: oo metallic top (gp\
FLEX-LOG3 .. ]00Wuh‘s( )conhnuous 300Wuﬁs( ) short time

EtEn)Ej vlv?(ﬁ rf@zs'r)v?/\r:viﬂzs( )cont'llrlluous 750Watts (CW )Shoth|me AL B3mm, 0.118" Stinlss _i

FLEX-L06 3/ FLEX-LOG 4 ... > 600 kiz/ > 1000 iz steel funing system

Height (approx.): SR 11 0 ............... TUNING TOP
FLEX-LOG 3 / FLEX-LOG 4: ......... 880 mm, 2 9ﬁ /]260 mm, 4.1t ELEMENT Wurer—proof EPDM ~_
Weight (approx): ......... ecrereee N Rubber gasket
FLEX-LOG 3/ FLEX-L0G4: .................. ]35gr 0.31b /]75gr 0.41b

P/N 2407915.03 FLEX-LOG 3 i
P/N 2408015.03 FLEX-LOG 4 Locking sysfem %
by stainless steel |

TW' N.LOG socket sef screw |

FEATURES

# CB Mobile antennas

# The Exclusive Parallel Connected Twin
\Wire and the Logarithmic pitch
winding to reduce RF resistance, heat
loss and doubles the power rate

Chrome plated —
(NC brass part

(Patent Pending) :

# Heavy duty fiberglass rod (@9.2mm,3/8") T(h;n [E])éccltl;zwfw?ﬁ r\(/lv|i| i
# Real input power guaranteed 0pti0n0| “CB-HDS" and the Loguri’rhmic
TECHNICAL DATA P%gz?o%%zgg 0 pitch winding reduce RF
Type: ........ @Tmm AWG-18 Twin wire winding logarithmic loaded P — resistance, heat loss and
Impedance: . . e 500 doubles the power rate
|F)r(Tquency TANGE: wovvvvvveveesssssssssssssssssssssseeeeeees 26.7 217 MHzI (Patent Pending)

olarizafion: . . ... linear verfica
SWR @ res. freg.. TWIN- LOG3/4/5 .<15/<13/<12 REAl 09 2mm. 38"
MOX. POWET: oo -£mm,
TWIN-10G 3 .. 300WOHs (CW) connnuous 900W0ﬁs( W) short time H"P OWER Fiberglass rod
TWIN-LOG 4 . 500Watts (CW) continuous, 1500Watts (CW) short time
TWIN-L0G 5 ....... 1000Watts (CW) cont.,, 3000Watts (CW) short time HANDLING Heavy duty chrome
Bandwidth @ SWR < 2: ooooooooooeeeeeee plated CNC brass ferrule

TWIN-L0G3/4/5.......... > 600 kHz/ > 1100 kHz/ > 1500 kHz
Height (GPPIOX.): oo

TWIN-LOG 3/4/5.... 945mm,3ft /1250mm4ft/ 1475mm,4.756 Strong stainless steel
Welght (upprox) I 3/8” x 24 threads
connection N\ /

P/N 2408115.03 TWIN-LOG 3

P/N 240821503 TWIN-LOG 4 FLEX-L0G TWIN-L0G
P/N 2408315.03 TWIN-LOG 5

coMMUNILRC 15
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MADE IN ITALY since 1972

~N

MEGAWATT series
HI-POWER series

FEATURES
# CB & 10 m Mobile antennas WHIP ANGLE ADJUST
# High power handling \ WITH SPECIAL KEY

# Tunable from 27 to 30 MHz
# DC-Ground protection
#17/7 PH tapered stainless steel whip (" DIFFERENCE BETWEEN SERIES
# 180° adjustable whip (not for 4000R) PL-Series N-Series
# All models can be mounted on . B .
magnetic mount (whip only) (supplied with
mount & cable)

TECHNICAL DATA

Type: ... . base loaded

Impedance: . . 500

Frequency Iange: .......ovveoevveeeeeeeeeeceeeeeeceeees 27 ... 30 MHz

Polarization: . ... linear vertical :

SWR @ res. freq.: . eeeeerreerrermeerern. S Il Il To mount on
Max. power: ....... — UHF female (Iike
3000 series 400 Watts (CW) continuous magnef mount or
....................... 1200 Watts (CW) short time 50-239 connector)
4000 series 600 Watts (CW) continuous

1800 Watts (CW) short time
Bandwidth @ SWR < 2: oo,
3000 SBrES ..vvvvvvvveeeeeeer . 21890 kHz (170 channel)
4000 SBIES ..vvvvveeeeeeeeeeeeeeeeeeeeeee > 2580 kHz (230 channel)

(plastic cap)

Mounting: ......... S
PLseries: ......oooovvvvve. Whip only, connection UHF-male (PL 259)
N series: ........... Whip+ cable + N-PLmount, hole 12.5mm, 1/2in \
Height (approx.): —
3000 SBIES +vvvvevoeeeeeeeeeeeee s seeseeee e 1740 mm, 5.7 ft 7
4000 SEIIES .o eeseseeeeseseseeeeeee 2030 mm, 6.7 ft
Weight (approx): .oooooooooooeoeeeeee 480gr, 1.06 1b

P/N 2202305.05 HI-POWER 3000 PL
P/N 2202505.05 HI-POWER 4000 PL
P/N 2202305.23 HI-POWER 3000N
P/N 2202505.23 HI-POWER 4000N

P/N 2211505.05 MEGAWATT 3000 PL

P/N 2211605.05 MEGAWATT 4000 PL
P/N2211605.05/RIG  MEGAWATT 4000 PL R (rigid version)
P/N 2211505.23 MEGAWATT 3000 N

P/N 2211605.23 MEGAWATT 4000 N

P/N 2211505.05/SILV. MEGAWATT 3000 PL SILVER
P/N 2211605.05/SILV. MEGAWATT 4000 PL SILVER
P/N 2211505.23/SILV. MEGAWATT 3000N SILVER
P/N 2211605.23/SILV. MEGAWATT4000N SILVER

MEGAWATT PLR  MEGAWATT PL
(rigid version)  SILVER COVER
\

a—
- |
2

J

HI-POWER PL

MEGAWATT PL




11 - MOBILE
= enn ANTENNAS

antenne

 MADE IN ITALY since 1972

T series

FEATURES

Y 4 il
1327 M6
(whip only)
# CB Mobile antennas ‘ :
#T 27: Slim line central loaded with :
spring | ’ p
#T3 27: @7mm 0.27" Fiberglass whip | Y
logarithmic loaded, with heavy duty ‘ @
!
{ !

spring
#T3 27 M6: Bottom joint M6 female
#T3 27 MAG, SUPER T3 MAG: Supplied
with magnetic mount

Frequency

TUNING TOP

TECHNICAL DATA

ELEMENT |
Type:
T27 eeeeseseeseseesssiesssseeneenr. ceNM] looded rtﬁ:'m [
[EATsetles ... logarithmic loaded a0
Impedance: .......... 5 Q B Opfional
FENIEFRT TR sommsrr ot e
T v 265285 MHz funable M6'"‘”‘|;d€ g:gr-femule
13 27 series ... e 269 ..27.5 MHz tunable
Polarization: .............. .. linear vertical b P/N 30.AD007.00 y
SWR @ res. freq.: ... U < ]
Max. power: 20 Watt(CW) continuous, 100 Watts (CW) short time
Bandwidth @ SWR < 2: oo,
L A ——— - ||} (s (TR )
T eries e o i > 700 kHz (65 channel) > ~
Height (approx.): T3 27 MAG

LA/ i .. 550 mm, 1.8 ff
TRHT vt e R A A R
TEZIME e 280 MM, 1.9
Weight (GPPIOX): oo
1AL AR e 400gr, 0.88 I
TEZTME oo 20091, 0.44 1

B s ebssiasssssssosspsshaspavasanssasisasisss

T R “N" mount, hole 012.5mm, 1/2 in N mount chrome
T327 MAG oo PM-100 Magnetic mount 2500102.01
SUPER T3 MAG .......covvvvvvevcevevevere. PM-125 Magnetic mount o

Cable lenght / 1ype: ..o

T20,T327 e 4, 13 1/ RG58

13 27 MAG, SUPER T3 27 MAG .......cooeveveeee 3.6m, 11.5ft/ RG58

R e R not supplied

P/N 220101501 T27
PN220701501 T327

P/N2207015.61 T327 MAG (PM-100)
P/N2207015.63 SUPER T3 MAG (PM-125)
P/N2407015.06 T327 M6 (whiponly)

COMMUNIDC ATI ON A N T E 17
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Bl MADE IN ITALY since 1972

NEW DELTA *
NEW DELTA

FEATURES

# CB Mobile antennas

# @7mm 0.27" Fiberglass whip double
pitch top loaded

# 180° adjustable whip

# Detachable for car-wash

# Suitable for magnetic mount
installation

# DELTA 27M-95: With heavy duty
stainless steel spring @4.5mm AWG-5

- &) SIEN

VLo

TECHNICAL DATA Frequency

THPE: oot double pitch top loaded v
IMPBAANCE:  ooooooc e 5Q

Frequency Range: ... 26.7... 27.3 MHz tunable
Polarization: ........ovcevee linear vertical , ‘ TUNING TOP
SWR @ 165, f180.: oo <12 ' S| ELEMENT
Max. power: —.....ocoovooververrerrrereneenne. 35 Watts (CW) continuous ;
100 Watts (CW) short time
Bandwidth @ SWR<2: ............ =900 kHz (80 channel)
Height (approx.): .oooooveoeererree. 950 mm, 3.1 ft
Weight (GPPIOX.): woooverresere e ssssssssssssssssssmssesanns
NEW DELTA 27-95 39041, 0.91h
NEW DELTA 27M-95 500gr, 1.11b
Standard mount: ..o
Mounfing hole: +....evvo..c.. v 012.5mm, 1/21in
Cable: oo A, 1311 RG 58

P/N2203315.01 NEWDELTA 27-95
P/N2203415.01 NEW DELTA 27M-95

STANDARD
MOUNT

NEW DELTA 27M-95

N mount chrome
2500102.01

18 cCoMMUNIDCATI ON



ante'ﬁ-r-\'e—

CARBONIU

FEATURES

SUPE

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz

# 17/7 PH tapered stainless steel whip

# All metal parts are made of chromed
and black chromed brass

# 180° adjustable whip

# Detachable for car-wash
# Suitable for magnetic mount

TECHNICAL DATA

Impedance: ..........
Frequency range: ...

SWR @ res. freq.: .o

Max. Power: ......cc.......
Carbonivm .........

base loaded

. 27 ... 28.5 MHz
linear vertical

e 25 Watts (CW) confinuous
cevveereessssmmssieressssssenssenssssneeenee 100 Watts (CW) short time
Super Carbonium ...
... 250 Watts (CW) short fime

35 Watts (CW) continuous

Bandidth @ SWR < 2:

Carbonium: oo
Super Carbonium: ovvvvve
Cable: oo

Height (approx.):
Carbonium: ............
Super Carbonium:
Weight (approx.): ......ocevereecrrcnn.
Standard mount: ..oovooveeeens
Mounting hole: —......oovvrvverieeree

P/N2204106.02 CARBONIUM27

> 1620 kHz (140 channel)
> 1850 kHz (170 channel)
4m, 131t/ RG 58

1130 mm, 3.7 ft

.. 1400 mm, 4.6 ft
480 gr, 1.051b
I\N\I

Ei 125mm l/2|n

P/N2204206.01 SUPER CARBONIUM 27

=

N mount chrome
2500102.01

cC oM MUNICDCAT.I
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ANTENNAS

 MADE IN ITALY since 1972

ONIUM 27

SUPER CARBONIUM 27

19
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MADE IN ITALY since 1972

a ™
OMEGA 27 Mé
(whip only)

anten

OMEGA 27

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz

# 17/7 PH tapered stainless steel whip

# 180° adjustable whip

# OMEGA 27 M6: bottom joint M6
female

# Detachable for car-wash

TECHNICAL DATA

TYPE: covverreesmssmssmssssssresessessssssessnssssssessessnsnesnnnnnnne D0SE l00dEA

VORI s S . (X & f

FpquenmngeEt s 20285 MKz

Polarization: —................ SR 1 11100 |

SWR @ 165, F180.r oo =17

Max. Power ..o 15 Watts (CW) continuous .
e 150 Wats (CW) short fime Optional

Bandwidth @ SWR<2: ... > 1300 kHz (120 chunnel) Mﬁ'm“if d{1 ;‘;‘Zr"(emme
g;:EELgJ;PrDX) 970 mm, 32ﬁ‘ F/N 30.AD007.00/BLK /
OMEGA 27 radiator M6 945 mm, 3.1 ft

Weight (approx.): .......c..c.o.. e 38501, 0.851h

OMEGA27: . e N"mount, hole @12.5mm, 1/2in

OMEGA 27 M6 . Mé thread joint

OMEGA27 MAG: .. PH-100'S or PM-125 S magnefic mount OMEGA 27 MAG A
Cable lenght / type: ...........

(11 4m 134 /RGSB

OMEGA Z/EME: oo SRR 11 31111 124

OMEGA 27 MAG: ........oroeeeeee . 3.6m, 11.81t/RG58

P/N2206306.02 OMEGA27
P/N2206306.61 OMEGA27 MAG (PM-100)
P/N2206306.64 OMEGA27MAG (PM-125)
P/N2406306.06 OMEGA27 M6 (whip only)

PM-100

N mount chrome STANDARD
250010201 J MOUNT

cCoMMUNICAT




MOBILE

ANTENNAS

SIRIO

SUPER 9
SUPER 70
SUPER 900

# CB & 10m Mobile antennas
# Tunable from 27 to 28.5 MHz
# 180° Adjustable whip

# Detachable for car-wash

# SUPER 9: safety set enclosed

STAINLESS
STEEL SPRING
WITH NYLON

TECHNICAL DATA il G REINFORCE

T eSS RO 111:1 )11 - |
e e, D0
EROUBITONGE: e 20 . 285 MHZ
Polarization: ... linear vertical
SWR (@ 165, T80 oo <12
Max. power: ..o
SUPER 9 Blue Ling .......oovvvvoooeeee 35 Watts (CW) confinuous
e 250 Watts (CW) short time;
SUPER 70 Blue Ling «......oo.veveeere 15 Watts (CW) continuous
. 150 Watts (CW) short time;

(

(

SUPER 900 Blue Ling ........ 15 Watts (CW) continuous
150 Watts (CW) short time;
Bundw:dth @ SWR < 2: ..........................................................
SUPER 9 Blug Ling .....cooovvvrevrrenen. > 1900 kHz (170 channel)
SUPER 70 Blue Line ..... > 1200 kHz (110 channel)
SUPER 900 Blue Line ... > 1100 kHz (100 channel)
Cable: oo A, 1311 RG 58
Height (APPIOK.): ooooooceee e
SUPER 9 BlueLLine ....... 1550 mm, 5.0t
SUPER 70 Blue Line 700 mm, 2.3 ft
SUPER 900 Blue Line 780 mm, 2.5 ft
Weight (Gpprox.): ..oooeovervccoorreecemssccemensreercessiene. 45001, Th
Standard mount: ... N
T ] e R S §12.5mm, 0.5in

P/N2230005.01/BLUE SUPER9 Blue
P/N2230305.01/BLUE SUPER70 Blue
P/N2229905.01/BLUE  SUPER 900 Blue

SUPER 70 Blue

STANDARD
MOUNT N mount chrome

2500102.01

SUPER 900 Blue

cCoMMUNIDCATI ON 21



TITANIUM

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz
# 180° adjustable whip

# Detachable for car-wash

# Suitable for magnetic mount

TECHNICAL DATA

L1
Impedance: ...,

Frequency range: ...

Polarizafion: —.ovvcooene...
SWR @ res. freq.: ..........
Mox. Power .oovooee

TITANIUM 1200 ....

TITANIUM 1500 Block ..............

Bonduidth @ SWR <2 .

TITANIUM 800
TITANIUM 1000
TITANIUM 1200

TITANIUM 1500 Block.......
Height (approx): ............

TITANIUM 800
TITANIUM 1000
TITANIUM 1200
TITANIUM 1500 Black

Weight (approx.): .............
Mounf type: .veeveeeeeeeeneeneennnne
Cable lenght/ type: ...........

P/N 2200605.01 or .07
P/N 2204505.01 or .07

..................................... base loaded
.............................................. 500

27...28.5 Mz

................................... [inear vertical
............................................. =7

.......... 15 Watts (CW) confinuous
150 Watts (CW) short time
20 Watts (CW) continuous
.. 100 Watts (CW) short time
35 Watts (CW) continuous
.. 250 Watts (CW) short time

> 1100 kHz (100 channel)
>1200 kHz (110 channel)
.. 21400 kHz (125 channel)

o > 1600 kHz (140 channel)

790 mm, 2.6 ft
975 mm, 3.2 ft
1215 mm, 4.0 ft
1420 mm, 4.6 ft

................................ 400 g1, 0.8 Ih

“N” mount, hole 812.5mm, @1/2 in

............................. 4m, 13 ft /RG58

TITANIUMBO0O NorNE
TITANIUMT000 NorNE

P/N 2204505.01/Sor.07/S TITANIUM1200 Nor NE

P/N 2204506.02 or .08

TITANIUM 1500 Black NorNE

P/N2200605.61 TITANIUMB00 MAG
P/N2204505.61  TITANIUM 1000 MAG
P/N2204505.61/S TITANIUM 1200 MAG

-

Low profile

NE mount chrome

2500202.01

N mount chrome

2500102.01

cC oM MUNICDCAT.I
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TAPERED
STAINLESS
STEEL

BLACK
CHROMED

TAPERED
STAINLESS
STEEL

TITANIUM 1000
TITANIUM 1200
TITANIUM 1500

Black

ITANIUN MAG




T3-AS MAG

# CB Mobile antenna
#@D7mm 0.27" Fiberglass whip
logarithmic loaded, with bottom coil

TECHNICAL DATA

L1 logarithmic loaded
Impedance: .. 50Q
Frequency range: ........cooovevveooeeeveeeeeceeccees 26.9 ...27.5 MHz
Polarization: . ... linear vertical
SWR @ res. freq.: e <12
Max. power: .. 20 Watts (CW) continuous, 100 Watts (CW) short time
Bandwidth @ SWR<2: ......oovveoeeee. > 700 kHz (65 channel)
MOURKING: vvvveoeve PM-125 PL magnetic mount
Cable Length / Type: w.ooovvvvveeeeeeeeeeeee . 3.6m, 11.8 ft/RG58
Height (apProX.): oo 620 mm, 2 ft
Weight (approX): woveeeeeeeeeeecceeeeeceeee e 400 gr, 0.91b

P/N2206815.63 T3-AS MAG

AS series

# CB & 10m base loaded mobile antennas
# Tunable from 27 to 28.5 MHz

# DC-Ground protection

# 17/7 PH tapered stainless steel whip

TECHNICAL DATA

Type: . ... base loaded
Impedance: .. 50Q
Frequency range: ......oo..cooeevvvveieeereeecceeeeeens 27 ... 28.5 MHz
Polarization: ....oooooooo.... Linear vertical
SWR @ 165, f180.: oo <12

MOX. POWBT: e
AS 100: 100 Watts (CW) continuous , 300 Watts (CW) short time
AS 145: 150 Watts (CW) continuous , 450 Watts (CW) short time
AS 170: 200 Watts (CW) continuous , 600 Watts (CW) short time
Bandwidth @ SWR<2: AS100 ......... > 580kHz (55 channel)

ASTA5: oo >1240kHz (110 channel)
AST70: >1940kHz (180 channel)
Mounting: ......... S—
PLseries: .......ooooovveeoe... Whip only, connection UHF-male (PL 259)
N series: ........... Whip+ cable + N-PLmount, hole 12.5mm, 1/2in
AS-100 MAG:... PM-100 PL, magnetic mount, 3.6 m/ 11.8 ff RG58
Height (approx.) AS 100 ...oooooooooooooe 1020 mm, 3.3 ft
AST45/AST70 oo 1400 mm, 4.6t/ 1670 mm, 5.5t
Weight (approx.) .oooooooooooooooooeoeeeeeeeeeee 240 gr, 0.531b

P/N2209005.05 AS100PL
P/N2201405.05 AS145PL
P/N2201605.05 AS170PL

P/N2209005.23 AS100N
P/N2201405.23 AST145N
P/N2201605.23 AST70N

P/N2209005.61 AS100MAG
P/N2209006.61 AS100BLACKMAG

MOBILE

A

Frequency

TUNING TOP
ELEMENT

ANTENNAS

MADE IN ITALY since 1972

AS 100 PL
AS 145 PL
AS170 PL

| AS-100 BLACK MAG )

PL-Series N-Series
(whip only) (supplied with
-\ mount & cable)

"ﬁ

To mount on
UHF female (like
magnet mount or

50-239 connector)

-+ N-PL mount

(plastic cap) + N cable

(" DIFFERENCE BETWEEN SERIES )

13-AS MAG

AS-100 MAG

—
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NEW TITANIUM 3001
ML 145 MAG

FEATURES

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz

# 17/7 PH tapered stainless steel whip

# ML 145 MAG: Supplied with stainless
steel spring

# TITANIUM 3001: 180° Adjustable whip

(" DIFFERENCE BETWEEN SERIES )

PL-Series N-Series
(whip only) (supplied with
- mount & cable)

# Detachable for car-wash To mount on
# DC-Ground protection UHF female (like + N-PL mount
# Suitable for magnetic mount magnef mount or

installation S0-239 connector)
TECHNICAL DATA
Type: ... . base loaded
Impedance: . . .. 50Q
Frequency range: ........cooovvvveeeeeeeeceeeeeree 27 ... 28.5 MHz .
Polarization: . ... linear vertical (plosic cap)
SWR @ 168, 180 e <14
Mox. power: ....oooo....... 300 Watts (CW) continuous
........................................................ 900 Watts (CW) short time \ /
Bandwidth @ SWR<2: . E—
L > 1340 kHz (120 channel) 4 )
NEW TITANIUM 3001 .......ooevrree > 1300 kHz (115 channel)
Mounting: ......... S
METAS o PM-125 PL magnetic mount
NEW TITANIUM 3001 MAG: ............. PM-125 PL magnetic mount E
NEWT. 3001 PL: ........... Whip only, connection UHF-male (PL 259) l
NEWT. 3001 N: Whip+ cable + N-PLmount, hole 12.5mm, 1/2in ‘-
Cable Length/Type: ........... . — =
ML 145 MAG, NEW TITANIUM 3001 MAG: ... 3.6m, 11.81t/RG58 =
NEW TITANIUM 30071 PL: oo not supplied =
NEWTITANIUM 3007 N: w.ovvoee 4m, 131t/ RG58 3=
Height (approx.): —.......... E— - =
MUVAS oo 1420 mm, 4.6 ]
NEW TITANIUM 3007 ....coooe 1485 mm, 4.9 ft
LT T 3104gr, 0.68 b

P/N2211805.05 NEWTITANIUM3001 PL
P/N2211805.23 NEWTITANIUM3001 N
P/N2211805.63 NEWTITANIUM 3001 MAG

\_NEW TITANIUM 3001 MAG )

P/N2201805.05 ML145 PL
P/N2201805.23 ML145 N
P/N2201805.63 ML145MAG

NEW TITANTUM 3001

ML 145 MAG
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MOBILE

ANTENNAS

MADE IN ITALY since 1972

anter

JERAKE 27 g,
MINI SNAKE o

FEATURES

# CB Mobile antenna

# Tunable by acting on the metallic rings

# SNAKE: 17/7 PH tapered black
chromed stainless steel whip

# MINI SNAKE: 17/7 PH cilindrical black
chromed stainless steel whip

# 180° adjustable whip

# M6 radiators: bottom joint M6 female

# Detachable for car-wash

# Suitable for magnetic mount

TECHNICAL DATA
TYDBE o cicrenscnssivensnenseostessisscssassiemsssmassnissennsin base loaded
IMPBAANCE: .ovvocveceee e 500
Frequency range: ........ v 26,5 ... 27.4 MHz tunable
ST et e e RO linear verfical
IS i 1Y
Max. power: ... 10 Watts (CW) continuous Optional
40 Watts (CW) short fime Mé-male / M7-female
BaAWidth @ SWR < 2 oo Adaptor
SNAKE 27, SNAKE 27 Mé: . . = 1800 kHz (160 channel) P/N 30.AD007.00/BLK
MINISNAKE 27, MINI SNAKEMS......... >1000 kHz (90 channel)
HEIGt (GPPIO): oo g | Tl
SNAKE27: ............ 1125 mm, 3.7 ft
MINISNAKE 27- ..... 650 mm, 2.1 ft TUlNG SISTEM
Weight (approx.): woovovvvevoooeoooeeoeeseeeceeoeroeve. 350 gr, 0.8 1
AT o pen e
SNAKE 27, MINI SNAKE 27: ... “N" mount, hole @12.5 mm, 1/2 in
SNAKE 27 M, MINI SNAKE 27 Mé: .....ercoco.. Mé thread joint
MINI SNAKE 27 MAG: ....................... PM-100S magnetic mount
Cable lenght / 1ype: ...
SNAKE 27, MINI SNAKE 27: ................ 4m, 131t /RG58
SNAKE 27 M6, MINI SNAKE 27 Mé: ...............o...... 1ot supplied
MINESNAKE 2EMAG:  -.ivro i 3.6m, 11.8ft/RG58

P/N2204306.01 SNAKE27
P/N2404306.06 SNAKE27 M6 (whip only)
P/N2204406.01 MINISNAKE27
P/N2404406.06 MINISNAKE27 M6 (whiponly)
P/N2204406.61 MINISNAKE 27 MAG

~

~

STANDARD

N mount chrome MOUNT
2500102.01

SNAKE 27
MINI SNAKE 27

COMMUNICATI ON 25
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CELLULAR
MICRO 60

FEATURES

# CB Mobile antennas

# MICRO 30: 17/7 PH stainless steel
spring whip

# CELLULAR 33: Flexible policarbonate
whip.

# “CE”, “"MAG"” mounts: rigid whip,
detachable for car-wash

# “CE-S",”S MAG" mounts: 90° tiltable

whip, detachable for car-wash

MOBILE

anter ANTENNAS

RO 30

POLICARBONATE BLACK
ROD STAINLESS

STEEL
SPRING

B (fS spheric

TECHNICAL DATA ;
U e e A 1) 90° tiltable
TS 50 Q

Frequency range: ... 27 .. 21.5 MHz
Polarization: ............ linear vertical
SWR @ 165. fleq.: woovvverececsece oo <14
Max. power: 10 Watts (CW) continuous,30 Watts (CW) short fime
Bandwidth @ SWR < 2: oo

CELLULAR 33 oo > 650 kHz (60 channel)

MICRO 30 . oo 2600 kHz (55 channel)

MICRO 60 . . =800 kHz (70 channel)

Height (upprox.) [ELLU LAR 33 MICRO 30 .. 325mm, 1.0ft

MICRO 60 MAG ... 520mm, 1.7ft

Weight (approx.): CELLULAR33, MICRO30 ........ 260gr,0.571h

R o A G e e A10g 0.9 1h

CELLULAR 33, MICRO 30 ......... "CE” mount, hale @10 mm/0.4in B

CELLULAR 33 S, MICRO 305 .. "CE-S” mount, hole @ 10mm /0 4in

CELLULAR-MICRO MAG /S MAG ..........ocoeece.e. magnefic mount >

T i e e O : _
O, "CE-S" MOUN 4m, 1311 RG 58 CELLULAR 33 MICRO 30
CELLULAR 33 MAG, MICRO 30/60 MAG ................ 3m, 10ftRG 58

CELLULAR 33 S MAG, MICRO 30 SMAG .......... 4.5m, 14.7 frRG 58

P/N2206428.37 CELLULAR33
P/N2206428.72 (ELLULAR33MAG
P/N2206428.38 CELLULAR33S
P/N2206428.73 CELLULAR33SMAG

Tuning System

P/N2206506.37 MICRO30
P/N2206506.72 MICRO 30 MAG
P/N2206506.38 MICRO30S
P/N2206506.73 MICRO 305 MAG

S-MAG
| Version, 90° filtable |

P/N2208306.72 MICRO 60 MAG

WRO30 CELLULAR33
CELLULAR 33 MAG

26 cCoMMUNIDCATI ON
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ANTENNAS

MADE IN ITALY since 1972

MINI MAG 2
SILVER 90 M

MINI MAG 27

# CB Magnetic mobile antenna
# Factory tuned at mid-band
# 180° tiltable whip

# Supplied with stainless steel
spring for the best flexibility

180° INCLINATION )

1
|
i
i e
| ’
|
|
|
|
1

&
80
-y

STAINLESS STEEL SPRING
for flexibility

BLACK

TECHNICAL DATA CHROMED
THPEE eovverinessnssnssnssssessesmssssessessensesssssssssonsossosine central loaded TAPERED
IMPEAANCE: oovvvovververermee s 500 STAINLESS

Frequ.enc.y range: ... L 27.... 275 MHz PN STEEL
POIAMZANION: oo ennes e linear vertical Mg"»ﬁ

SWR @ 185. f18Q.: ovoooeeoeeeeeeee e <12 = P

Max. power: ..... 10Watts (CW) continuous, 50Watts (CW) short time

Bandwidth @ SWR<2: ... =280 kHz (23 channel)

Cable Lenght/ Type/ Connector: ... 3m, 10ft/RG 58/ UHF PL-259

Height {(approx.): oo 630 mm, 2 ft

Weight (approx.): woovevvveveeeeeeveersssse s 575qr, 1.25f

Standard MOUNE: .oovoovceecese e Magnetic SILVE_R iR

Mag mount overall size: .....eovrroooceeee. 890 mm, 3.50n (whip only)

P/N2204905.74 MINIMAG 27

SILVER90 MAG

# CB & 10m Mobile antennas
# 17/7 PH tapered stainless steel whip

To mount on
UHF female (like

mognet mountor
S0-239 connector) i

TECHNICAL DATA
THPE: oo nnnnnennee. D0SE l00eA
IMPBAANCE:  ooooooc e 5Q

Frequency range: ..... 26.5...27.5 MHz
POlGZANON: oo linear vertical
SWR @ res. freg.: e, =<1
Max. power: 15 Watts (CW) contmuous 150 Watts (CW) short time
Bandwidth @ SWR< 2. ................ = 1240 kHz (110 channel)
Height (approx.): ...cccoc...... w890 mm, 2.9 f
Weight (Gpprox): oo 310¢r, 0.68 b
NS pema e e S S
SILVER9OPL ......... .. whip only with UHF-male (PL259)

SILVERGOMAG ..............cooorvveooeene.. PM-100 PL magnetic mount
O oo ssonics s sasssnysdassssiaseiasins
8 L not supplied
SILVER GOMAG ..........oooovoveercveeevereereree 3.6m, 11,8t/ RG58

P/N2211906.05 SILVER90PL
P/N2211906.61 SILVER 90 MAG

SILVER 90 MAG

cCoMMUNIDCATI ON
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ANTENNAS

MADE IN ITALY since 1972

 27/FM/900

TAIFUN 27
# CB Mobile antenna

# Tunable by sleeve rotation

# Helical winding fiberglass whip
# Detachable for car-wash

TECHNICAL DATA
VOGN L cssscssimsssin base and whip loaded
T 500
Frequency range: .................  26.965 ... 27.405 MHz tunable
Bl e linear vertical
SWR @ 165, f16G.: oo 1.2
Max. power: 10 Watts (CW) continuous, 30 Watts (CW) short time
Bandwidth @ SWR<2: ............ =440 kHz (40 channel)

Unscrew part B
for car wash

WllEE o A 5.5m, 18 ft RG 58
AT e e e, 530 mm, 1.7 ft
T e 340 gr, 0.741b
Standard mount: ...... Taifun mount

T ] e R @10mm, 0.4in

Rotate part A for
P/N2204715.00 TAIFUN27 f !
ine funing

TRIFLEX 27 /FM/900 =7 T
# Multi-band antenna on CB 27 MHz,
AM-FM radio & GSM 200 MHz systems
# CB tunable by acting on the tuning cap
# Detachable for car-wash

TECHNICAL DATA
TGRS oo central loaded 27 MHz
............................. v 1/4 2, helical loaded FM
.......................................................... 1/4 2 900 MHz
IMPEATNCE: ovvvevoeve e 150 Q2 FM

........................................................... 50 € 27 MHz/900 MHz

Frequency range: ........cooocervervevereer. 26.8 ... 27.6 MHz tunable

............................... AM-FM band (0.15-1.6 MHz, 88-108 MHz)

................................. G (X 880-915 Mz, RX 925-960 Az PLSOR 6
Polanizafion: —.......ccooooooeoerceeeee linear verfical Screw on fype

SWR @ res. freq: .oovvvevvceeceeeeee s, S 1.2 3

Max. power: .........ooooocoeceeen. 10 Watts @ 27 MHz ]) Extension cable for (B 27 itz
.............................................................. 20 Watts @ 900 MHz

Bandwidth @ SWR <2: ... = 440kHz (40 channel) @ 27 MHz - —

................................................. > 100 MHz @ 900 MHz pw/ b

Cable: v 215mm, 8.5in RG316 / FME-male for 27MHz vl N ;

.............. .. 165mm, 6.5 in R6316/ M10x0.75-male for FM = :

................................ 120 mm, 4.7 in R6316,/ FME-male for GSM " 2) Extension cable for Fil
Height (approx.): ..o 500 mm, 1.6 ft g

Weight (Gpprox): oo 120 gr, 0.26 Ib

T e Triflex Rubber o
Mounting hole: .......... square 15mm/0.6in or @18 mm/ 0. 7in / Sloeve 3) Extension cable for GSM

(only on request)

A S

P/N2216215.00 TRIFLEX no cablesincluded
P/N2216215.99 TRIFLEXw/cables CB(1)&FM(2)

27/FN/900 so  (B: FME-male
— = M0

—=mm (SM: FME-male

Extension Cables Supplied

1)2513305.00 5m RG58 Fme/PL259 for (B
2)2511805.00 5m FMcable/radio plug
Only on request:

3)2510605.00 5m RG58 Fme/Fme for GSM

28 cCoMMUNIDCATI ON
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antenne

SG-CB 100(C
GL 27

$G-CB 1000,5G-CB 1400

# CB & 10m Mobile antennas

# Tunable from 27 to 28.5 MHz
# 90° tiltable whip

# Detachable for car-wash

# Suitable for magnetic mount
installation

ANTENNAS

 MADE IN ITALY since 1972

TAPERED
FIBERGLASS
RADIATOR

TECHNICAL DATA
T ettt R BERSRY 111(11| N 1/ 1
Impedance: ............... 5 Q
Frequency range: ..o 27 .. 28.5 MHz
Polarization: ... linGar vertical
SWR @ res. =1
Max. power:
S6-(B 1000 ...........

™ (S =

SWR nd]ustifl" | system

T
e = o
b 71\

60 Watts (CW) continuous

.. 180 Watts (CW) short time
120 Watts (CW) continuous
B it e 360 Watts (CW):shiort fime
R SR o
S6-CB 1000 .........ccoeorccoceeeeer. = 550 kHz (50 channel)
S6-(B 1400 ............ e 21100 kHz (100 channel)
A OIS
S Bl D rereceeseieisssnsssiessnssi 1000, mm, 3.3t
S6-(B 1400 .......... v 1400 mm, 4.6 ft
Weight (approx.): ........ veeveennee 32091, 0.7 b
SHANAOId COMMBLIOR ..vvrvessessessinsensessessenseasisnsisees UHF PL-259
s DO SUPDliEd

SG-CB 1400 ..........

STAINLESS
STEEL SPRING

P/N2211305.05 SG-CB1000
P/N2211405.05 SG-CB1400

GL 27 Ground Less

# CB & 10m Mobile antenna

# Particulary suitable for all vehicles
with non-metallic body

# DC-Ground protection

# 180° adjustable whip

TECHNICAL DATA
OO 111 1101 -1
IMPEAINCE: v 500
Center Frequency: ..o 27.185 MHz
Rodiation: ............ ... omnidirectional
Polarization: ... enn.linear vertical
SWR @ 185. fI80.: oo, Eied
Mox. power: ... 15Waits (CW) continuous, 50Watts (CW) short time
Bandwidth @ SWR<2: ............. =5500 kHz (500 channel)
Height (approx.): .....ooovoeoecee e 1140 mm, 3.7 ft
Weight (Gppros): oo 43001, 11b
Cable Lenght/ Type / Connector: ... 4m, 13ft/RG 58/ UHF PL-259

P/N2211724.76 GL27 Ground Less

GL 27 Ground Less

COMMUNIDC AT I A N T E 29



MARINE
ANTENNAS

MADE IN ITALY since 1972

TA 27 INOX
CRUISER 2C

FEATURES

# CB & 10m Marine antennas
# Designed to work without Ground

Plane _ _ Tapered
# Perfect protection against the worst Uhienioss
weather conditions i diuqror

# DC-Ground Protection

#TA 27, TA 27 INOX: Provided with
stainless steel bracket for an easy
installation on the top of the mast

# Stainless steel hardware

#TA 27, CRUISER: fiberglass radiator

#TA 27 INOX: 17/7 PH tapered
stainless steel radiator

# CRUISER 2000: Supplied with white

coaxial cable directly connected

TA 27 Coil
P/N 2503101.00 }

TECHNICAL DATA

RO 11:4 1112
IMpedance: ... D0 €2
Center Frequency: .... 27.185 MHz
RO s e sinecsessserenss -OMNIditectional
[0 R 1111101
TERITE IR et < I |
Max. power: ... 15Watts (CW) continuous, 50Watts (CW) short time
Bandwidth @ SWR<2: .................. =5500kHz (500 channel)
Cable (Length / TYPE): wooooocoeoeee e
TAZT, TA2TINOX oo not supplied
CRUISER 2000.............. ... 5m, 16.4 1t/ white RG 58 (/U
Height (approx.): ..ooveovoeoooceeeee
TA2T, TA2T INOX ...ooeo e 1120 mm, 3.6t
CRUISER 20001 ..........ooooeoeoceveveeeeveeeeeeeseees e 1505 mm, 4.9 ft
Waight (APPIOX.): oo
TAZT oo sreesseesernrerrennnnee. 38001, 0.85 [b
TA27 INOX ........ e 34501,0.761b
CRUISER 2000 ... e 12001, 1.601b
TA27, TA2T INOX ... UHF-female
Standard mount: .eovevve..
TA27,TA27 INOX................... - “M-1" bracket

CRUISER 2000 .....ooooo e "M-8" NY

P/N2300120.80 TA27
P/N2300105.80 TA27INOX
P/N2301220.83 CRUISER2000

M8 Nylon mount &8
allowing 180° Inclination
stainless steel hardware




P |
o

=

~—

=
01. N Chrome P/N 2500102.01
02. N Black P/N 2500102.02
03.N3/8 P/N 2500102.03

D=
=3
E =

=
w3

07. NE Chrome P/N 2500202.01
08. NE Black P/N 2500202.02
09. NE 3/8 P/N 2500202.03

(=3 —g
12, NEPL i soogn0s | | S =) 13
13. 4m,13ft Cable for “NE-PL/ turbo / performer” P/N 2505905.00 % % ‘5‘8‘"" }2& EaEIe Ft/ Et
14. Connecor for “NE-PL/ turbo / performer”cable P/N 2505200.00 \_ e s Gl PJPL

~—
04. N-PL P/N 2500502.05
05. 4m, 13ft Cable for “N“ (or “N-PL”) mounts .. P/N 2505705.00
06. Connector for cable “N” ...ovvvvvvveoeeeee P/N 2505000.00

| Mounting de36mm, 1.4in |

Overall size @ 42mm, @ 1.6in
Hole @ 12.5mm, @ 1/2in

Vi —— SIS

Hole @ 10mm,

10. 4m, 131t Cable for “NE” mount .......ooovevee. P/N 2505805.00
11. Connector for cable “NE” ..ovvvvvvvveeeeee P/N 2505100.00

| Mounting depth: 16mm, 5/8in)

Overall size @ 36mm, @ 1.4in
0 0.4in

ER

=4

&

s g

CAR ROOF

‘:l[-—- )

SG AC/U ANGULAR CONNECTOR

Frequency Range: from DC to 500 MHz

Mounting Hole / Overall Size: @ 16mm, 5/8in/ @ 38mm, 1.5in
(able / Connector: 4m, 13ft RG 58 / UHF-male (PL259)

T(;p connector: UHF-female with PTFE

15. S6-AG/U

50-239 ANGULAR CONNECTOR W/ CABLE

Frequency Range: from DC to 500 MHz

Mounting Hole / Overall Size: @ 16mm, 5/8in/ @ 38mm, 1.5in
Top connector: UHF-female with PTFE

]£ 4m, 13ft RG 58 cable w/ S0239 angular connector
17. 50 239 connector

P/N 2513005.00

DV joint
mount side

ety 3/8"-24 mount side
ADAPTORS

18.SB 3/8 adaptor: 3/8”-24 mount to DV joint ......... 2506606.00
19. SP 3/8 adaptor: 3/8”-24 whip to DV joint mount ... 2506706.00

DVijoint
rod side

oy P25

mount side

ADAPTORS

20. DV - PL adaptor: from PL-259 mount to DV joint ... 2506806.00

Mounting: Twist-on, center pin soldering
21. RTx adaptor: from portable transceiver to S0-239 .. 2506906.00

22.PL259/ Rfor RG58 cable ...

CABLES PL~+PLWITH PTFE INSULATOR

P/N 2506005.00
P/N 2504705.00
P/N 2504805.00

P/N2506105.00
P/N 2505300.00

PL CONNECTOR WITH PTFE INSULATOR

P/N 2505600.00

31




PM-100 magnetic mount

Frequency Range: from DCto 500 MHz
QOverall Size: @92 mm, 3.6in
Materials: Ferrite magnet, Chromed Brass, Nylon, Rubber protection
(able/ Connector: 3.6m, 11.8ftRG 58/PI.259 Rmale
23. PM-100S ... .. P/N 2502502.01
24, P-100 S Black ..

25.PM-1003/8 .....
26, PM-TO0PL oo

P/N 2502502.05

ACCESSORIES

MADE IN ITALY since 1972

PM-125 magnetic mount

Frequency Range: from DCto 500 MHz
Overall Size: @127 mm, 5in

Materials: Ferrite magnet, Chromed Brass, Nylon, Rubber protection
(able/Connector: 3.6m, 11 8ftRG 58/ PL259 Rmale

27.PM-125S ... .. PN 2502602.01
28. PM-125 S Block ... o PN 2502602.02
29.PI-1253/8 ... ... PN 2502602.03
30. PM-125PL... .. /N 2502602.05

Available Mu netic Mount Connec’ﬂons

MAG-PL

UHF-female connector

MAG 145 magnefic mount

Frequency Range: from DCto 500 MHz

Overall Size: @160 mm, 6.3 in

Materials: Ferrite magnet, Chromed Brass, Nylon, Rubber protection
(able/ Connector: 3.6m, 11.8ftRG 58/ PL259 R male

111 L T ———————— |\ /. (1 A1)
32. MAG 145 S Black .. ... P/N 2502702.02
33. MAG 1453/8 ... ... P/N 2502702.03
A MAG TA5PL oo BN 2502702.05

3/8" connection

—> (able slot

ABN-2 TRUNK MOUNT

Type: Trunk mount Mounting hole: @16 mm, 5/8in
Dimension LxWxH: 60x80x60mm /2.4x3.1x2.4in
Material: Black powderpmmed steel

35. ABN-2 black ......ovvovercceec ... P/N'2504105.00

MIRROR MOUNT

Mounting hole: @ 16 mm, 5/8in
Material: Galvanized stee]
39. ASP-1 Chrome ...

... /N 2504004.00

NN

Dimension LxWxH: 67x94x124mm / 2.6x3.7x4.9in

Topsize: @ 38mm-1.5in for antenna fitfing

KF-GUTTER MOUNT

Type: Gutter mount
ounting hole: @16 mm, S/E in
36. KF lﬁ ck ...

M-1
BRACKET

Dimension LxWxH: 38x64x98mm / 1.5x2.5x3.8in
Weight (opprox.): 120gr. ~ Material: Stainless Steel
Mnummgh oles: 2x @1 6mm- S/Bin F|xmg holes: ?'XP% Smm-1/4in

40. M-1 bracket ..
40 M-1 bracket w/ Tixing sef ...

. P/N 2504205.00

2503503.00
. /N 2503503.00/5A

KF-GUTTER SET

T e: Gutter mount Mounting hole: @16 mm, 5/8in
. KFw/ 3/8, 4m-13ft cable/PL259 .. F‘N2504205 03
38 KF w/S0239, 4m-13f cable/PL259 P/N 2504205.20

1
! 02
BRACKET

Dimension LxWxH: 38x100x180mm/1.5x3.9x7in
Welght(u%prox) 210qr. Mutenul Stainless Steal

Mounting holes: 2 x@ Témm-5/8
41. M-2 bracket .. P/N 2503203.00
41 M-2 bracket w/Tixing sef . . P/N 2503203.00/5A

50-239
for cable output

Antennaside: 3/8”-24stud  Cableside: SO-239 connector

Weight (a Iapmx) 330gr,0.71b
Material: ‘ylm Stainless steel hordware, rubbergusket
42. M-8 NY marine mount ... ... /N 2503301.00

Botton Size: ﬂ42/50mm 1.6/1 9inforfitiing

i

Mounting hole: @13 mm, 1/2in
Material: chrome pEuted brass
4. (B-HDS .

ot /!
rox) HUUgr 2.41b  Material: Gulvumzedsteel
e .. P/ 2510004.00

.. /N 2508106.00

niversal ...
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ACCESSORIES

EantennE*

by

&
Q&) 16 L1038

Type: Magnetic mount adaptor

Material: Chromed zomac, Nylon

Connection: 45. PL-259-male to DVijoint (Black available)
46. PL-259- malemS/B”threud

45. MAG-DV adaptor ... ... PN 2504502.01
45. MAG-DV aduptor block .. .. /N 2504502.02
46. MAG-3/8 adaptor ...........ccoocccvcerrccr. P/N 2504502.03

SCREW-BOLT

Materials: Chrome ploted Brass and Zinc
CIOME e PN 250620600
58. Block ...ooooooeeeceeeeen. PN 2506207.00

MADE IN ITALY since 1972

ADAPTOR Mé-male TO M7-female THREAD

Materials: Chromed Brass, Stainless Steel
Mounting: with 10mm open key
47.10pcs Mé-m / 7- femule Chrome ...
48. HJpcs Mé-m / M7-female Block ...

. /N 30.AD007.00
.. P/N 30.AD007.00/BLK

STAINLESS STEEL 17/7PH ROD
Buan dmmLerer (D) x [er)lgth (L) x Top diameter (d)

S0 L0rI000eT Emk A 22070010
X X ack ...

SAFETY-SET 51.3.0x1300x 1.5 Inox P/N 2507103.00

52.3.0%1300x1.5 Black ... P/N 2507107.00
Mmg"?h fhm";]ed P'ﬂfed brass 53.3:0x 1500 %15 Inox = p/N2507203.00
39 ﬂe'vseffmmﬂ e PN 230630600 54361500515 Inox ~ P/N2507303.00
60. Safety set Bluck .... . PIN2506507.00  55°35% 2000 %15 Inox . P/N2507403.00

56.35%1800% 1.5 0nox . PN 2507503.00

SIRIO WALL CLOCK

Overall Dimensions: @ 25.5cm x H=4.5cm / B 10inxH=1.8in
61. SIRIO Wall Clock . ... P/N 32.0005

SIRIO PENCIL

64. SIRIO Pencil ....o.cooevcereevrereeersenrrsceernnnene PN 32,0012

SIRIO DESK LIGHT

Dimensions WxHxD: 360%215x75mm / 14x8.5%3in
Power: 12 VDCwith udume;m 220VAC 50Hz
66.SIRI0 DESKLIGHT ... ....P/N32.0003

PromoTionul ltems

ANTENNAS DISPLAY

J\Xpe Desk display for antennas

aterial: Painfed zinc supplied with rbber %usket
Antennas' ﬁxmg hole: 8x@12.5 mm/8 X /2 in
62. DISPLAY ... .. B/N 2508008.00

SIRIO KEY STRING
65 SIRIO Key SHNG .o

- M'lﬁ.nll_!!.,‘t.

SIRIO HANGING LIGHT

Dimensions Wx Hx D: 360 % 215x 75 mm / 14x85x3in
Power: 12 VDC with adapter to 220VAC 50H
P/N 32.0003/HANG

ANTENNA'S DISPENSER

QOverall Dimension W x H: 86 x 230 cm / 3 x 7.4 ft
Material: Painted steel

Max weight cnguci - 20 I(E/IM b

63. ANTENNA'S DISPENSER .................

67. SIRIO HANGING LIGHT ...
... AN 32.0002
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MADE IN ITALY since 1972

SUITABLE INSTALLATIONS

MOBILE ANTENNAS HOLE MOUNT MAGNETIC MOUNT BRACKET
See page 31 See page 32 See page 32
=l2|s(8|8|s|g|8|5|2(8(2(8|8|8]|8
Slelglg(s|y|g|g(g|g|g(8(8|e|al
2l |w|b|le|lo|le|~|K|K QialelB|a
0 © | N N|N|N|N|N N([N|N || F|T|O|®
w 5|1812|8|3|8|8|3|8|8|8|28|8(8|3|8
n
= <~ =]z E N|N|N|N[N|N|N[N|N||N[N|[N|N
oll&lrlalEl&lB|8IRIQISIN|IR|S|=|S (S22 (3]|2]|F
~ o o N~ 2] < Q [$] S~ | N | N | N | N | N S| | e | O | | = |
; - | ~ e 8 e o c Q
- o 5|2 = |
z|lel 3o o3 5 5
2le|e| 8|5 51 < o|l+=]| 0
ols|s|e|] ol B ® » s|S|€
=2 AR o 3 X x 5| |x 3 5
w «a o(213e|2|R|8|§|2] [2|a| |[2|a|o|o|a|S|E|E|8|E
L QI3 |E|x|° |3 Slo|lnjla|n|o|a|v|lv|lv|[E(5[E[S]S
12 L ZIE(x|c|o(s|3[2|a|o|lola|w|w|lw|I|I(|E|E|E|s]|s
" a Slolo|sls|3|a|lo|a|la|e|e|d|d|a|S|T|(T|(w]|5|<|5]|5
: S {HHHEEEHEEEEEEEBEENERE
w | w 0 w (/)] [ 1
| & = plzlz|2|2(2|2|3|3(F|E|z(a|ala|S|S|S|]E|Q|2]=
29 TITANIUM 800/ 1000 / 1200 S o ) ) o|lo|o|o]|e@
TITANIUM 1500 blk S ® ) o(lo|jo|(o0]| 0@
AS 100 PL o(o|ofe ° ° o*| O*[O*[O*| O*
AS 100 N S|e|e|e ) ) o(o|jo|(o0]| 0@
23 AS 100 MAG eoj|0|0 0O S o 0*| 0*| 0*| O*| O*
AS 145/170 PL (AEKIKAK) ® ® |O*|O*|O*| O*| O*
AS 145/170 N S|e|e|e® ) o(o|o0o|o0|0]| 0@
T3-AS MAG ejlo|o |0 S ® |O*| O*|O*| O*| O*
ML 145 PL ej|0|0 |0 ® ® |O*|O*[O*| O*| O*
ML 145N S|e|e| e ) o(o|jo(o0|0| @
24 ML 145 MAG (JAEIKIK] S 0*|10*| 0*| 0*| O*
NEW TITANIUM 3001 PL oo |(o|e@ ) ® [O*|O*|O*| O*| O*
NEW TITANIUM 3001 N S|le|e|e ) o(o|o(o0|0| @
NEW TITANIUM 3001 MAG (AEKIKAK) S 0*] 0*| 0*| O*| O*
SNAKE 27 S ® ) ° o(ojo|[o0]|e@
25 [MINISNAKE 27 S o ° ° o(lo|/o|o]e
MINISNAKE 27 MAG ® ® S 0*]0*| 0*| O*| O*
26 CELLULAR 33/33 S S o|lo|/o|o]|e@
MICRO 30/30 S S o(lo|jo|(o0| 0@
27 SILVER 90 PL (K] ® O*|O*| O*| O*| O*
SILVER 90 MAG (A S 0*]1 0*| 0*| O*| O*
28 TAIFUN 27 S
TRIFLEX S
SG-CB 1000 (A o o 0*|10*| 0*| 0*| O*
29 |SG-CB 1400 (A ® 0*| 0*| 0*| O*| O*
GL 27 S|O0|0O

S = STD Standard supply
OPT Optional supply
OPT Optional brackets (additional Base for “Hole Mount” is required)

o =
o*
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